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GENERAL ELECTRICAL NOTES

A. ALL WIRING SHALL BE INSTALLED IN CONTINUOUS RACEWAY.

B. ALL CONDUITS IN NEW WALLS, EXISTING STUD WALLS, OR IN AREAS WITH
SUSPENDED CEILINGS SHALL BE INSTALLED CONCEALED.

: C. BRANCH CIRCUIT AND SPECIAL SYSTEMS WIRING FOR DEVICES ON EXISTING WALLS
/ _ : - OR EXPOSED CEILINGS WHERE RACEWAY CANNOT BE CONCEALED SHALL BE
INSTALLED IN SURFACE METAL RACEWAY.

O
o
QO
1
S
N

SURROUNDING SURFACE. COORDINATE FINISHES WITH ARCHITECT. ALL EXPOSED
/ ﬁ | RACEWAY AND FITTINGS IN ROOMS WHICH ARE NOT TO BE PAINTED SHALL BE

[ I q] [ I ] [ I ] I I ] WIREMOLD #V500 OR #Vv700 OR #V2400 SERIES WITH FACTORY IVORY FINISH.

E. SURFACE RACEWAY FOR TELECOMMUNICATION CABLE SHALL NOT BE SMALLER
THAN WIREMOLD #V2400. ALL FITTINGS FOR TELECOMMUNICATION RACEWAYS
SHALL COMPLY WITH EIA STANDARDS FOR BEND RADIUS.

| (TYP.) |

/
m TolleT \ D. ALL EXPOSED RACEWAY IN ROOMS TO BE PAINTED SHALL BE PAINTED TO MATCH
i

O

N\ 1 (TYP.)
— D N
CORRIDOR
[120]

000

F. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING, PAINTING, REPAIRING

| OR REPLACEMENT OF ALL WALLS, CEILINGS, OR OTHER BUILDING ELEMENTS WHICH
ARE DISTURBED AS PART OF THE DEMOLITION OR INSTALLATION OF ELECTRICAL
WORK.

L L

ORAL SURGERY
[122]

TOILET
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G. PROVIDE ELECTRICAL CONNECTION TO SMOKE AND FIRE/SMOKE DAMPERS
INCLUDING POWER AND FIRE ALARM. VERIFY EXACT QUANTITY AND LOCATION OF
DAMPERS WITH MECHANICAL DRAWINGS.

OPERATORY /
TREATMENT
[127]

H. REFER TO MECHANICAL/ELECTRICAL COORDINATION SCHEDULE SHEET M2.1 FOR
ADDITIONAL REQUIREMENTS FOR DISCONNECTS, MOTOR STARTERS, ETC.

l. PROVIDE CONNECTION FROM ALL SPRINKLER SYSTEM FLOW, TAMPER AND PIV
DEVICES TO THE FIRE ALARM SYSTEM. COORDINATE EXACT LOCATION AND
QUANTITY OF DEVICES WITH MECHANICAL DRAWINGS/EQUIPMENT SUPPLIERS.

o - J. CONTRACTOR SHALL COORDINATE LOCATION OF LIGHT FIXTURES, SPEAKERS, ETC.
WITH FIRE RATED CEILINGS AND PROVIDE ENCLOSURES AS REQUIRED TO MAINTAIN
THE FIRE INTEGRITY RATING OF THE CEILING. COORDINATE EXACT LOCATIONS OF
FIRE RATED CEILINGS WITH ARCHITECTURAL DRAWINGS. SEE SPECIFICATIONS FOR
ADDITIONAL REQUIREMENTS.

~ OPEN OFFICE
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| K. LABELING FOR PANELBOARD DIRECTORIES, FIRE ALARM PANEL PROGRAMMING,
ETC. SHALL USE ROOM NUMBERS ASSIGNED BY OWNER AND NOT ROOM NUMBERS
LISTED ON DRAWINGS. LABELS ON PANELBOARD DIRECTORY SHALL INCLUDE A

mmWPMWOQK DESCRIPTION OF LOAD SUCH AS LIGHTS, RECEPTACLES, MECH. UNIT LOCATIONS,
[21T] ETC.
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L. LOCATIONS AND QUANTITIES OF OCCUPANCY SENSORS SHOWN ON THE DRAWINGS

i - - ARE DIAGRAMMATIC AND INDICATE ONLY THE ROOM/AREA TO BE CONTROLLED BY
THE SENSORS. ADDITIONAL SENSORS AND RELATED EQUIPMENT MAY BE

ZNL@) , i REQUIRED FOR COMPLETE COVERAGE AND SWITCHING ARRANGEMENTS AS SHOWN
= : DA ON DRAWINGS. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.
N

//’@ @‘\
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M. MULTIWIRE BRANCH CIRCUITS AS DEFINED BY THE NATIONAL ELECTRICAL CODE
(CIRCUITS WITH COMMON NEUTRAL) SHALL NOT BE USED. EXCEPTION: WHERE AN
Q EQUIPMENT MANUFACTURER REQUIRES A MULTIWIRE BRANCH BRANCH
CIRCUIT FOR ONLY ONE UTILIZATION EQUIPMENT AND WHERE ALL UNGROUNDED
CONDUCTORS OF THAT CIRCUIT ARE OPENED SIMULTANEOUSLY BY THE BRANCH
CIRCUIT OVERCURRENT DEVICE.
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ELECTRICAL KEYNOTES (O)

CORRIDOR

EXISTING LIGHT FIXTURES TO REMAIN. REMOVE AND REINSTALL LIGHT FIXTURES
AS REQUIRED FOR NEW CEILING INSTALLATION. MAINTAIN EXISTING SWITCHING.

N1 N CONNECT TO EXISTING LIGHT FIXTURES IN ROOM 120.

FIELD COORDINATE EXACT LOCATION OF LIGHT FIXTURE WITH DUCTWORK, PIPING,
ETC.

.o .O . ==

PROVIDE CONNECTION TO TRACK MOUNTED SURGICAL LIGHT. COORDINATE
INSTALLATION OF JUNCTION BOX ABOVE THE CEILING WITH LIGHT MANUFACTURER
SO JUNCTION BOX IS ACCESSIBLE FROM THE CEILING MOUNTED ACCESS PANEL.

NAITING
§ )

MOUNT LIGHT FIXTURE SO THAT BOTTOM OF FIXTURE IS 9” BELOW CEILING.

. ——

Oc _O

&

N | M6 | (TYP.)

M2-4

TYPE 'N’ 'NA” AND 'N1’ LIGHT FIXTURES BEING INSTALLED IN EXISTING BUILDING
SHALL BE MOUNTED SO THAT BOTTOM OF FIXTURES ARE AT 7'2" AF.F. THE
LIGHT FIXTURES BEING INSTALLED IN THE NEW ADDITION SHALL BE MOUNTED SO
THAT BOTTOM OF FIXTURES ARE AT 8'-0" A.F.F. COORDINATE EXACT LOCATION
WITH ARCHITECT.

||

|

FIELD COORDINATE MOUNTING LOCATION ADJACENT TO EACH SIDE OF THE

00% z_mmom.ooomo_zﬁmwox_._m_o_.:mco_._:._quvo_.._._o_.:m%mmﬁz<<:_._
@Hﬁm\ﬁ T_...nuo.<m L LISHTINS FL PLAN @ Pﬂ OR SLIGHTLY BELOW TOP OF MIRROR.
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@ SEE ARCHITECTURAL ELEVATIONS FOR MOUNTING HEIGHTS.
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